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KNUDSON, RODNEY 

 
 
 
1. Existing mining, haulage, processing, and load-out operations are conducted in 

compliance with applicable OAPCA permit conditions and requirements.  Water is used 
on-site for control of fugitive dust.  The sources of fresh water utilized for dust control on 
the quarry site are retained stormwater and a shallow on-site well. 

 
2. Comment acknowledged.  Please refer to Response to Letter 4 (Jefferson County), 

comment 40 for a discussion on SEPA terminology. 
 
 Although the groundwater analysis prepared for this EIS indicates a very low probability 

of proposed mining impacting off-site wells, a Groundwater Monitoring Program is 
proposed to verify that proposed mining would not result in well impacts and identify a 
range of remedies.  Please refer to Appendix I and Appendix IX for detail on the Plan. 

 
3. Groundwater levels recently measured in well EB-33 (July 2002) correspond to 

groundwater elevations of about 23 feet above MLLW.  The conductivity and salinity 
measurements obtained from the water in well EB-33 indicate the presence of fresh 
groundwater in the well.   Tidal effects on groundwater levels are not necessarily 
indicative of seawater intrusion.  Refer to the Groundwater section and Appendix I of this 
Final EIS for a detailed discussion of the tidal monitoring and evaluation completed for 
EB-33 and the on-site observations wells.   

 
4. Comment acknowledged. 
 


